
CHAPTER 335:  STOP AND YIELD INTERSECTIONS 

SECTION 335.010:     THROUGH STREETS DESIGNATED 

Those streets and parts of streets described by ordinances of the Village are declared to 
be through streets for the purposes of Sections 335.010 to 335.080.   

SECTION 335.020:     SIGNS REQUIRED AT THROUGH STREETS 

Whenever any ordinance of the Village designates and describes a through street it shall 
be the duty of the Board of Trustees to place and maintain a stop sign, or on the basis of 
an engineering and traffic investigation at any intersection a yield sign, on each and every 
street intersecting such through street unless traffic at any such intersection is controlled 
at all times by traffic control signals; provided however, that at the intersection of two (2) 
such through streets or at the intersection of a through street and a heavy traffic street not 
so designated, stop signs shall be erected at the approaches of either of said streets as may 
be determined by the Village Traffic Engineer upon the basis of an engineering and 
traffic study.   

SECTION 335.030:     OTHER INTERSECTIONS WHERE STOP OR YIELD 
REQUIRED 

The Board of Trustees is hereby authorized to determine and designate intersections 
where particular hazard exists upon other than through streets and to determine whether 
vehicles shall stop at one (1) or more entrances to any such intersection in which event 
he/she shall cause to be erected a stop sign at every such place where a stop is required, 
or whether vehicles shall yield the right-of-way to vehicles on a different street at such 
intersection as prescribed in Subsection (A) of Section 335.040, in which event he/she 
shall cause to be erected a yield sign at every place where obedience thereto is required.   

SECTION 335.040:     STOP AND YIELD SIGNS 

A.     The driver of a vehicle approaching a yield sign if required for safety to stop 
shall stop before entering the crosswalk on the near side of the intersection or, in the 
event there is no crosswalk, at a clearly marked stop line, but if none, then at the point 
nearest the intersecting roadway where the driver has a view of approaching traffic on 
the intersecting roadway. 

B.     Except when directed to proceed by a Police Officer or traffic control signal, 
every driver of a vehicle approaching a stop intersection indicated by a stop sign shall 
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stop before entering the crosswalk on the near side of the intersection or, in the event 
there is no crosswalk, shall stop at a clearly marked stop line, but if none, then at the 
point nearest the intersecting roadway where the driver has a view of approaching 
traffic on the intersecting roadway before entering the intersection.  

SECTION 335.050:     VEHICLE ENTERING STOP INTERSECTION 

Except when directed to proceed by a Police Officer or traffic control signal, every driver 
of a vehicle approaching a stop intersection indicated by a stop sign shall stop as required 
by Subsection (B) of Section 335.040, and after having stopped shall yield the right-of-
way to any vehicle which has entered the intersection from another highway or which is 
approaching so closely on said highway as to constitute an immediate hazard during the 
time when such driver is moving across or within the intersection.   

SECTION 335.060:     VEHICLE ENTERING YIELD INTERSECTION 

The driver of a vehicle approaching a yield sign shall in obedience to such sign slow 
down to a speed reasonable for the existing conditions and shall yield the right-of-way to 
any vehicle in the intersection or approaching on another highway so closely as to 
constitute an immediate hazard during the time such driver is moving across or within the 
intersection; provided however, that if such a driver is involved in a collision with a 
vehicle in the intersection, after driving past a yield sign without stopping, such collision 
shall be deemed prima facie evidence of his/her failure to yield right-of-way.   

SECTION 335.070:     EMERGING FROM ALLEY, DRIVEWAY OR BUILDING 

The driver of a vehicle within a business or residence district emerging from an alley, 
driveway or building shall stop such vehicle immediately prior to driving onto a sidewalk 
or onto the sidewalk area extending across any alleyway or driveway, and shall yield the 
right-of-way to any pedestrian as may be necessary to avoid collision, and upon entering 
the roadway shall yield the right-of-way to all vehicles approaching on said roadway.   

SECTION 335.080:     STOP WHEN TRAFFIC OBSTRUCTED 

No driver shall enter an intersection or a marked crosswalk unless there is sufficient 
space on the other side of the intersection or crosswalk to accommodate the vehicle 
he/she is operating without obstructing the passage of other vehicles or pedestrians, 
notwithstanding any traffic control signal indication to proceed.   
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SECTION 335.090:     AVOIDING INTERSECTIONS 

A.     It shall be unlawful for the driver of a motor vehicle to utilize a parking lot or 
corner lot as a connecting route between two (2) intersecting roadways for the 
purpose of avoiding a traffic control signal. 

 B.     For the purpose of interpreting and enforcing the prohibition contained in this 
Section, a rebuttable presumption of intent to avoid a traffic control signal shall arise 
whenever a Police Officer observes a motorist cut through a premises as described 
above without stopping and exiting his/her vehicle.  
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